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PRINCE 

PRINCE 24V

m 3

Kg 250

mm 343*

s 14

N 1.450

V 24

A 2,2

Kg 5

IP 44

°C -30 ÷ +55

60

% 80

60/14s

AD00738

GAR0022

GAR0023

40 x 

TECHNICAL DATA

Max. leaf lenght

Max. leaf weight

Max. stroke

Average opening time

Max. thrust

Power supply

Current draw

Actuator weight

Protection grade

Operating temperature

Daily cycles suggested

Service

Nr of consecutive cycles guar.

PRINCE 24V

In case the leaf is longer than 2,5 meters an electric lock must be fitted to ensure efficient closing.
To guarantee correct operations, it is compulsory to use only RIB pc boards.

FOR SWING GATES WITH EACH LEAF UP TO 3 m LONG AND WEIGHING UP TO 250 Kg

Dimensions in mm

* �With incorporated mechanical stopper for opening phase. If the mechanical stopper 
is used during closing (optional code ACG4810), the maximum stroke is reduced by 
35 mm.

The use of the PRINCE is not advisable with paneled gates in windy areas.

•	 PRINCE 24V is a compact and powerful operator, 
ideal to comply with the EN norms currently in 
place. 

•	 PRINCE 24V with its B2 24V pc board detects 
when the gate impacts against an obstacle, 
and reverses the movement. Furthermore, the 
system is endowed with pedestrian opening 

command and photocells input with autotest as 
required by EN 12453:2022

•	 PRINCE 24V in combination with the B2 24V 
control panels controls the deceleration of the 
leaf when approaching the end of the stroke, 
giving the movement a greater impression of 
safety and fluidity.

•	 It is endowed with the patented release system 
and the mechanical stopper in opening. The 
stopper for the closing side can be easily 
inserted (ACG4810).

•	 PRINCE 24V, with the optional backup batteries, 
means that black-outs will pass totally 
unnoticed. It is possible to do up to 90 cycles 
during the black-out period. PRINCE 24V can also 
work without batteries.

•	 Patented UE 1 503 019 - US 7,000,353 B2

•	 PRINCE operator is endowed with a bronze 
trolley, adjustable bracket and mechanical 
stopper for opening position.

OPERATOR 
FOR SWING GATES

KIT PRINCE 24V with B2 24V-CRX (with adjustable impact sensor)

Warranty extension 4 years for PRINCE

Warranty extension 7 years for PRINCE



43

 

 A
 m

ax

C

 D

 L

α

167

A 
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α
max C D T

sec

0 108°

100

765

15

20 105° 17

40 103° 18

60 99° 19

60 99° 19

80 97° 20

100 95° 22

0 125°
140

21

20 112° 21

ACG8660 HORIZONTAL LOCK 
12 Vac

ABB2070 B2 24V-CRX 
pc board (for 1 or 2 PRINCE 24V) 
with adjustable impact sensor 
and radio receiver 433 MHz. 
With box IP 55.
See pages 165 and 175

ACG4773 BATTERIES CHARGER 
for B2 24V - It manages 2 
batteries ACG9515 (or up to 12 
Ah each) and can be connected 
to Smartsolar charge controller 
MPPT 100 | 20 with a 24V 400W 
solar panel and 2 100Ah 12,8V 
LiFePO4 batteries

ACG9515 BATTERY 
2,2 Ah 12 Vdc (order 2 pieces for 
each ACG4773)

ACG4810 STOPPER
mechanical stopper for closing 
position (to be used when ground 
stopper not available)

ACG8650 VERTICAL LOCK 
12 Vac

ACG5000 MECHANICAL BOLT 
for 2-leaf gates to latch closed 
gate to the ground

ACCESSORIES FOR PRINCE

ACG8670 HORIZONTAL LOCK 
12 Vac.

KIT PRINCE
See page 132
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KING EVO

KING EVO
KING EVO

ICE
KING EVO 

24V

m 4

Kg 400

mm 368*

s 20÷25 16÷21

N 2.570 1.150/1.600

V 230 24

A 1,13 2,8/4

Kg 12,5 11,5

IP 44

°C -10 ÷ +55 -30 ÷ +55 -10 ÷ +55

150

% 60 90

30/19s 150/16s

AD14050B

AD14094

GAR0026

GAR0027

36 x 

•	 KING EVO operators are available in various 
versions, for easy and functional use anywhere, 
from detached dwellings or apartment blocks 
to large company premises. 

•	 �It is made and designed to operate silently 
and to provide long-term durability.  
The mechanics, with components lubricated 
using special synthetic grease, with the 

Ø20 mm large 4-thread endless screw 
with a double helical gear, impact-
proof, have been designed to guarantee 
maximum silence, strength and reliability.  
Thanks to these special characteristics, KING 
EVO units can even be fitted on gates of big 
size. 

•	 �KING EVO 24V, with the optional buffer 

batteries, means that black-outs will pass 
totally unnoticed. It is possible to do up to 
40 cycles during the black out period.  
KING EVO 24V can also work without batteries. 

•	 Thanks to its oversized mechanics and its 24 
V motor, it is ideal for using on gates that 
undergo heavy duty usage (opening/closing 
frequently) such as apartment buildings.

•	 All the versions come with a mechanical limit 
switch for opening supplied as standard.

KING EVO  	

KING EVO ICE	 with temperature sensor

KING EVO 24V with 24V motor for intensive use

FOR SWING GATES WITH EACH LEAF UP TO 4 m LONG AND WEIGHING UP TO 400 Kg

TECHNICAL DATA

Max. leaf lenght

Max. leaf weight

Max. stroke

Average opening time 90°

Max thrust

Power supply

Current draw

Actuator weight

Protection grade

Operating temperature

Daily cycles suggested

Service

Nr of consecutive cycles guar.

Dimensions in mm

* �With incorporated mechanical stopper for opening phase. If the mechanical stopper is used during closing (optional - code 
ACG4810), the maximum travel is reduced by 40 mm.

IRREVERSIBLE OPERATOR 
FOR SWING GATES

In case the leaf is longer than 2,5 meters an electric lock must be fitted to ensure efficient closing.

ICE �is suitable to work at temperatures as low as -30°C only if it is connected to the B2 control panel. Only a single KING EVO ICE is 
necessary for every pair of motors installed.

KIT KING EVO

KIT KING EVO 24V with B2 24V-CRX (with adjustable impact sensor)

Warranty extension 4 years for KING EVO

Warranty extension 7 years for KING EVO
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ABB2050 B2-CRX  
pc board (for 1 or 2 KING EVO) 
with thrust regulator and radio 
receiver 433 MHz. With box IP 55.
See pages 165 and 175

ACCESSORIES FOR KING EVO

ABB2070 B2 24V-CRX 
pc board (for 1 or 2 KING EVO 24V) 
with adjustable impact sensor 
and radio receiver 433 MHz. 
With box IP 55.
See pages 165 and 175

ACG4773 BATTERIES CHARGER 
for B2 24V - It manages 2 
batteries ACG9515 (or up to 12 
Ah each) and can be connected 
to Smartsolar charge controller 
MPPT 100 | 20 with a 24V 400W 
solar panel and 2 100Ah 12,8V 
LiFePO4 batteries

ACG9515 BATTERY 
2,2 Ah 12 Vdc (order 2 pieces for 
each ACG4773)

ACG4810 STOPPER
mechanical stopper for closing 
position (to be used when ground 
stopper not available)

ACG4815 KING door attachment 
adapter after 02-2004

ACG4816 KING door attachment 
adapter before 02-2004

Compatible with CAME ATI 3000 and AXO 3000/4000 brackets (with standard ATI/AXI/
AXO CAME adapter)
Compatible with column bracket of CAME AXI 2000 and 2500 (use KING EVO leaf 
bracket)
Compatible with column bracket of NICE TOONA 4 (use KING EVO leaf bracket)

Data about KING EVO installation with 1 mechanical stopper
T = Opening time detected with active slow down

ATI/AXI/AXO CAME Column 
bracket Adapter

	 supplied with the operator

KIT KING EVO
See page 132

	 starting from

ABB2060 B2D 24V-CRX 
pc board (for 1 or 2 KING EVO L 
24V) with adjustable impact 
sensor and radio receiver 433 
MHz. With box IP 55.
See pages 165 and 175
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KING EVO L

KING EVO
L

KING EVO 
L ICE

KING EVO 
L 24V

KING EVO 
L SUPER

m 5 7

Kg 500 700

mm 498*

s 26÷33 24÷29 26÷33

N 2.570 1.150/1.600 3.950

V 230 24 230

A 1,13 2,8/4 1,28

Kg 13,3 12,3 13,3

IP 44

°C -10 ÷ +55 -30 ÷ +55 -10 ÷ +55

150

% 60 90 60

20/26s 100/24s 18/26s

GAR0028

GAR0029

36 x 

NEW

•	 KING EVO L operators are available in various 
versions, for easy and functional use anywhere, 
from detached dwellings or apartment blocks 
to large company premises. 

•	 �It is made and designed to operate silently 
and to provide long-term durability.  
The mechanics, with components 
lubricated using special synthetic grease, 
with the 20 mm large 4-thread endless 

screw with a double helical gear, impact-
proof, have been designed to guarantee 
maximum silence, strength and reliability.  
Thanks to these special characteristics, KING 
EVO L units can even be fitted on gates of big 
size. 

•	 �KING EVO L 24V, with the optional buffer 
batteries, means that black-outs will pass 
totally unnoticed. It is possible to do up to 40 
cycles during the black out period. 

•	 KING EVO L 24V can also work without batteries.  
Thanks to its oversized mechanics and its 24 
V motor, it is ideal for using on gates that 
undergo heavy duty usage (opening/closing 
frequently) such as apartment buildings.

•	 All the versions come with a mechanical limit 
switch for opening supplied as standard.

FOR SWING GATES WITH EACH LEAF UP TO 5 m LONG AND WEIGHING UP TO 500 Kg

FOR SWING GATES WITH EACH LEAF UP TO 7 m LONG AND WEIGHING UP TO 700 Kg

TECHNICAL DATA

Max. leaf lenght

Max. leaf weight

Max. stroke

Average opening time 90°

Max thrust

Power supply

Current draw

Actuator weight

Protection grade

Operating temperature

Daily cycles suggested

Service

Nr of consecutive cycles guar.
Dimensions in mm

* �With incorporated mechanical stopper for opening phase. If the mechanical stopper is used during closing (optional - code ACG4810), the maximum travel is 
reduced by 40 mm.

IRREVERSIBLE OPERATOR 
FOR SWING GATES

KING EVO L

KING EVO L ICE with temperature sensor

KING EVO L 24V for intensive use

KING EVO L SUPER

In case the leaf is longer than 2,5 meters an electric lock must be fitted to ensure efficient closing.
ICE �is suitable to work at temperatures as low as -30°C only if it is connected to the B2 control panel. Only a single KING 

EVO L ICE is necessary for every pair of motors installed.

Warranty extension 4 years for KING EVO L

Warranty extension 7 years for KING EVO L
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ABB2050  B2-CRX  
pc board (for 1 or 2 KING EVO L) 
with thrust regulator and radio 
receiver 433 MHz. With box IP 55.
See pages 165 and 175

ACCESSORIES FOR KING EVO L

ACG4773 BATTERIES CHARGER for 
B2 24V - It manages 2 batteries 
ACG9515 (or up to 12 Ah each) and 
can be connected to Smartsolar 
charge controller MPPT 100 | 20 
with a 24V 400W solar panel and 2 
100Ah 12,8V LiFePO4 batteries

ACG9515 BATTERY 
2,2 Ah 12 Vdc (order 2 pieces for 
each ACG4773)

ABB2070 B2 24V-CRX 
pc board (for 1 or 2 KING EVO L 
24V) with adjustable impact 
sensor and radio receiver 433 
MHz. With box IP 55.
See pages 165 and 175

ABB2060 B2D 24V-CRX 
pc board (for 1 or 2 KING EVO L 
24V) with adjustable impact 
sensor and radio receiver 433 
MHz. With box IP 55.
See pages 165 and 175

ACG4810 STOPPER
mechanical stopper for closing 
position (to be used when ground 
stopper not available)

Data about KING EVO L installation with 1 mechanical stopper
T = Opening time detected with active slow down

Compatible with CAME ATI 5000 brackets (with standard ATI/AXI/AXO CAME adapter)
Compatible with column bracket of NICE TOONA 5 (use KING EVO L leaf bracket)

ATI/AXI/AXO CAME Column 
bracket Adapter

	 supplied with the operator

ACG4815 KING door attachment 
adapter after 02-2004

ACG4816 KING door attachment 
adapter before 02-2004

SET KING EVO L
See page 132

	 starting from
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PREMIER

PREMIER 24V

m 3

Kg 300

s 17

Nm 150

V 230

A 0,3

Kg 7,5

IP 44

°C -30 ÷ +55

60

% 80

60/17s

AD18018

GAR0030

GAR0031

36 x 

PREMIER 24V with pc board B2 24V-CRX (Master)	 (with impact sensor)

PREMIER 24V without pc board (Slave)

Levers not included

In case the leaf is longer than 2 meters an electric lock must be fitted to ensure efficient closing.

FOR SWING GATES WITH EACH LEAF UP TO 3 m LONG AND WEIGHING UP TO 300 Kg

•	PREMIER is an electro-mechanical irreversible 
operator and it is designed to open swing gates 
installed on large pillars, where the distance 
between hinge and hedge of the pillar is rather 
considerable. Opening radius of the gate leaf is 
105°.

•	ANTI THEFT LOCKING DEVICE - PREMIER is equipped 
with an anti theft locking device on the drive arm, 
which prevents the lever from swinging open if 
pushed from outside when the gate is closed.

•	ANTI-CRUSHING SAFETY SYSTEM. PREMIER has 
adjustable impact sensors that allow operations 
in maximum safety conditions and permits the 
slowing down during closing and opening to 
comply with regulation EN 12453:2022.

•	OPTIONAL BACK-UP BATTERIES. PREMIER can be 
equipped with back-up batteries for working 
even during black-outs. Batteries are in operation 
only during power failure and they recharge 
automatically when power is resumed. To obtain 
this feature, simply connect the accessories to 
the Batteries Charger card (code ACG4774) and 
2 12 V Batteries  (code ACG9515). With these 
2 batteries it is possible to perform up to 90 
consecutive cycles.

•	USER-FRIENDLY ELECTRONICS. B2 24V is the 
control board especially designed for Premier. It 
is easy to programme, it has pedestrian opening 
feature, slowing down during opening and closing, 
built-in 433 MHz radio receiver, adjustable impact 
sensor for each single gate leaf and a photocells 
automatic test feature that complies with EN 

12453:2022 regulation.

•	EASY RELEASE SYSTEM. In case of a black-out (for 
PREMIER not equipped with back-up batteries) 
unlocking the PREMIER is quick and easy. Just 
use the provided key and turn the lock by 180° 
degree. You will then be able to pull open the gate 
manually.

•	MECHANICAL STOPPERS ALREADY EQUIPPED. On 
the lower part of the PREMIER there are two 
mechanical stoppers (opening and closing 
position) already provided. They guarantee an 
accurate stop at the end of the travel of the gate 
leaf.

Dimensions in mm

Max. leaf lenght

Max. leaf weight

Average opening time 90°

Max torque

Power supply

Current draw

Actuator weight

Protection grade

Operating temperature

Daily cycles suggested

Service

Nr of consecutive cycles guar.

TECHNICAL DATA

IRREVERSIBLE OPERATOR 
FOR SWING GATES

KIT PREMIER 24V with B2 24V-CRX (with impact sensor)

Warranty extension 4 years for PREMIER 24V

Warranty extension 7 years for PREMIER 24V
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ACG8023B ARTICULATED ARM 
(for leaves with a distance up to 
240 mm between the hinge of the 
leaf and the internal side of the 
pillar)

ACG8023B ARTICULATED ARM 
(for leaves with a distance up to 
240 mm between the hinge of the 
leaf and the internal side of the 
pillar)

ACG8022 STEEL RELEASE CORD
for external unlocking.
To be used with the Strong boxes 
ACJ9071 and ACJ9078
L = 5 m

ACJ9078 STONE
Strong box to be embedded into 
the wall
IP 54

ACG9515 BATTERY 
2,2 Ah 12 Vdc (order 2 pieces for 
each ACG4773)

ACG8034B LONG ARTICULATED ARM 
(for leaves with a distance up to 
500 mm between the hinge of the 
leaf and the internal side of the 
pillar)

ACG8034B LONG ARTICULATED ARM 
(for leaves with a distance up to 
500 mm between the hinge of the 
leaf and the internal side of the 
pillar)

ACJ9071 FLAT
Strong box to be fitted onto the 
wall
IP 54

ACG4774 BATTERIES CHARGER 
for PREMIER with B2 24V
It manages 2 batteries ACG9515 
(or up to 12 Ah each) and can be 
connected to Smartsolar charge 
controller MPPT 100 | 20 with a 
24V 400W solar panel and 2 100Ah 
12,8V LiFePO4 batteries

ACCESSORIES FOR PREMIER

A* max - In case only one mechanical stopper is used in opening

KIT PREMIER
See page 133
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PREMIER BIG

PREMIER BIG

m 5

Kg 600

s 13

Nm 340

V 230

A 1,4

Kg 7,5

IP 44

°C -10 ÷ +55

100

% 50

22/20s

GAR0037

GAR0038

ACG8580

ACG8581

36 x 

NEW

NEW

PREMIER BIG

FOR SWING GATES WITH EACH LEAF UP TO 5 m LONG AND WEIGHING UP TO 600 Kg

•	PREMIER BIG is an electro-mechanical irreversible operator and it is designed to open swing gates installed on large pillars, where the distance between hinge and 
hedge of the pillar is rather considerable.

•	USER-FRIENDLY ELECTRONICS. B2-CRX is easy to programme. It has pedestrian opening feature, slowing down during opening and closing, built-in 433 MHz radio 
receiver and a photocells automatic test feature that complies with EN 12453:2022 regulation.

•	EASY RELEASE SYSTEM. In case of a black-out (for PREMIER not equipped with back-up batteries) unlocking the PREMIER is quick and easy. Just use the provided key 
and turn the lock by 90° degree. You will then be able to pull open the gate manually.

Dimensions in mm

Max. leaf lenght

Max. leaf weight

Average opening time 90°

Max torque

Power supply

Current draw

Actuator weight

Protection grade

Operating temperature

Daily cycles suggested

Service

Nr of consecutive cycles guar.

TECHNICAL DATA

IRREVERSIBLE OPERATOR 
FOR SWING GATES

Warranty extension 4 years for PREMIER BIG

Warranty extension 7 years for PREMIER BIG

Left side fixing plate + PREMIER BIG cover

Right side fixing plate + PREMIER BIG cover
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A C α

0÷480 mm 860÷670 mm 90°

A B C D

100÷160 mm 200÷310 mm 640÷760 mm 45÷120 mm

ACG8571 ARTICULATED ARM for 
PREMIER BIG - 460+550
for doors with hinges up to 500 
mm away from the internal side of 
the column

ACG8022 STEEL RELEASE CORD
for external unlocking.
To be used with the Strong boxes 
ACJ9071 or ACJ9078
L = 5 m

ACJ9078 STONE
Strong box to be embedded into 
the wall
IP 54

ACJ9071 FLAT
Strong box to be fitted onto the 
wall
IP 54

ACCESSORIES FOR PREMIER BIG

ABB2050  B2-CRX  
pc board (for 1 or 2 PREMIER BIG) 
with thrust regulator and radio 
receiver 433 MHz. With box IP 55.
See pages 165 and 175

ACG8572L LONG SLIDING ARM for 
PREMIER BIG
890+560

ACG8570 SET OF ELECTRIC LIMIT 
SWITCHES for PREMIER BIG

ACG8580 Left LT*

ACG8581 Right RT*

* seen from inside

LT RT
With the hinge flush with the column (A=0) it is possible to open up to 100° and by positioning 
the door attachment at 860mm (C) it is possible to extend and block the articulated arm in 
order to better resist intrusion attempts.
With doors longer than 2 m we recommend installing an electric lock.
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MAGIC 105°/180°

MAGIC 105°/180°

m 2,5

Kg 350

s 20/40

Nm 250

V 230

A 0,8

Kg 20

IP 677

°C -10 ÷ +55

80

% 50

33/20s - 16/40s

GAR0032

GAR0033

32 x 

Max. leaf lenght

Max. leaf weight

Average opening time

Max torque

Power supply

Current draw

Operator + foundation box weight

Protection grade

Operating temperature

Daily cycles suggested

Service

Nr of consecutive cycles guar.

Dimensions in mm

TECHNICAL DATA

MAGIC 105°/180° REV. (needs foundation box code ACG8402 or code code ACG8412)

FOR SWING GATES WITH EACH LEAF UP TO 2,5 m LONG AND WEIGHING UP TO 350 Kg

REVERSIBLE UNDERGROUND OPERATOR 
FOR SWING GATES

•	 The MAGIC 105°/180° features a mechanical clutch (due to its reverse function, 
installation of this model also requires the fitting of an electric lock to the gate). In 
the event of power failure, simply open the electric lock and push the gate. 

•	 Once installed, maintenance is virtually non-existent. The drive-over cover, the 
mechanics of the various components and the CATAPHORESIS anti-corrosion 
treatment of the foundation box protect it from water, dust and rust.

•	 The adjustable mechanical stopper supplied ensure the correct gate position 
during both opening and closing; no need to install mechanical stopper on the 
ground or internal electric limit switches.

•	 The axis of the towing lever can be offset up to 4.5cm with respect to the axis of 
the door hinge.

Warranty extension 4 years for MAGIC 105°/180°

Warranty extension 7 years for MAGIC 105°/180°



53

151

ACG8402 105° FOUNDATION BOX 
for MAGIC 

ACG8650 VERTICAL LOCK 
12 Vac. 

ACG8412 180° FOUNDATION BOX 
for MAGIC 

ABB2050 B2-CRX  
pc board (for 1 or 2 MAGIC) 
with thrust regulator and radio 
receiver 433 MHz. With box IP 55.
See page 165 and 175 

ACG8660 HORIZONTAL LOCK 
12 Vac.

ACG8670 HORIZONTAL LOCK 
12 Vac.

ACG5000 MECHANICAL BOLT  
for 2-leaf gates to latch closed 
gate to the ground.

ACCESSORIES FOR MAGIC 105°/180°
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DUKE

DUKE
110°

DUKE
180°

DUKE 24V
110°

DUKE 24V 
180°

s 20 30 20 30

Nm 330 250

V 230 24V

A 0,8 5

Kg 21 35 21 35

IP 677

°C -10 ÷ +55

100 150

% 50 100

22/20s 13/30s ∞/20s ∞/30s

m 3,5* 2,5* 2

Kg 400 600 800

Kg 200 300 400

AD10981

AD10939

AD10980

AD10938

GAR0034

GAR0035

GAR0036

24 x 

•	 DUKE is an underground operator suitable for heavy gates thanks to its oversized 
mechanics.

•	 �Once the unit has been installed, only minimum maintenance is required, while the 
reinforced cover, mechanical design of components and anti-corrosion CATAPHORESIS 
treatment protect it against water, dust and rust. 

•	 �In the event of power failure, simply operate the release to move the gate leaves. 

•	 The adjustable mechanical stopper supplied ensure the correct gate position during 
both opening and closing; no need to install mechanical stopper on the ground or 
electric limit switches.

•	 DUKE mechanism has been completely developped and assembled in RIB permitting to 
obtain a extremely silent and precise movement. 

Average opening time

Max torque

Power supply

Current draw

Actuator+box weight

Protection grade

Operating temperature

Daily cycles suggested

Service

Nr of consecutive cycles guar.Dimensions in mm

TECHNICAL DATA

DUKE 110°	 (needs foundation box code ACG8435 or ACG8434)

DUKE 180°	 (needs foundation box code ACG8436 or ACG8439) 

DUKE 24V 110°	 (needs foundation box code ACG8435 or ACG8434)

DUKE 24V 180°	 (needs foundation box code ACG8436 or ACG8439)

FOR SWING GATES WITH EACH LEAF UP TO 3,5 m LONG AND WEIGHING UP TO 800 Kg

IRREVERSIBLE UNDERGROUND OPERATOR 
FOR SWING GATES

Max. leaf lenght

Max. leaf weight with DUKE

Max. leaf weight with DUKE 24V

* An electric lock must be fitted to ensure efficient closing.

KIT DUKE 110° DUO	 (needs 2 foundation boxes code ACG8434)

KIT DUKE 24V 110° DUO with B2D 24V-CRX (with impact sensor)	 “

KIT DUKE 110°	 (needs 2 foundation boxes code ACG8435)

KIT DUKE 24V 110° with B2D 24V-CRX (with impact sensor)	 “

Warranty extension 4 years for DUKE

Warranty extension 7 years for DUKE

Warranty extension 10 years for DUKE
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ACG8435 FOUNDATION BOX 
DUKE 110° with cataphoresis 
treatment and cover galvanised 
and painted
Requires RELEASE ACG2120 or 
ACG2130.

ACG8434 DUO FOUNDATION BOX 
DUKE 110° with cataphoresis 
treatment and cover galvanised 
and painted. 
Requires DUO RELEASE ACG2135.

ACG8434I Stainless AISI 304L

ACG2120 RELEASE LOCK 
with Euro DIN cylinder for DUKE
PATENTED

ACG2135 DUO RELEASE with key 
and lever

ACG2130 RELEASE LOCK 
with lever key for DUKE
PATENTED

ACG8436 FOUNDATION BOX 
DUKE 180° with cataphoresis 
treatment and cover galvanised 
and painted
Requires RELEASE ACG2120 or 
ACG2130.

ACG8439 DUO FOUNDATION BOX 
DUKE 180° with cataphoresis 
treatment and cover galvanised 
and painted. 
Requires DUO RELEASE ACG2135.

ACG8439I Stainless AISI 304L

ACCESSORIES FOR DUKE

ABB2050 B2-CRX  
pc board (for 1 or 2 DUKE) with 
thrust regulator and radio 
receiver 433 MHz. With box IP 55.
See pages 165 and 175

ABB2060 B2D 24V-CRX  
pc board (for 1 or 2 DUKE 24V) with 
impact sensors and radio receiver 
433 MHz. With box IP 55.
See pages 165 and 175

ACG8440B C LEVER 2.0
for fitting DUKE in most of no RIB 
foundation boxes already placed 
at the site

ACG4773 BATTERIES CHARGER 
for B2D 24V-CRX - It manages 2 
batteries ACG9515 (or up to 12 
Ah each) and can be connected 
to Smartsolar charge controller 
MPPT 100 | 20 with a 24V 400W 
solar panel and 2 100Ah 12,8V 
LiFePO4 batteries

ACG9515 BATTERY 
2,2 Ah 12 Vdc (order 2 pieces for 
each ACG4773)

KIT DUKE 110° DUO
See page 133

               starting from
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IDRO

GAR0037

GAR0038

* �In case the leaf is longer than 1,6 metres, an electric lock must be fitted to ensure efficient closing.
** �In case the leaf is longer than 1,8 metres, an electric lock must be fitted to ensure efficient closing.

IDRODUE 27/R	 1L Reversible 	 (working stroke 270 mm)

IDRODUE 27/1B*	 1L with block in close position	 (working stroke 270 mm)

FOR SWING GATES WITH EACH LEAF UP TO 3 m LONG AND WEIGHING UP TO 400 Kg

IDRODUE 27 SUPER/R 	 0,75L Reversible with slow speed in approach	 (working stroke 270 mm)

IDRODUE 27 SUPER/1B**	0,75L w/block in close position w/low speed in approach (working stroke 270 mm)

IDRODUE 27 SUPER/2B** 0,75L with 2 blocks, with low speed in approach	 (working stroke 270 mm)

IDRO 39/R	 0,75L Reversible 	 (working stroke 390 mm)

IDRO 39/1B**	 0,75L with block in close position	 (working stroke 390 mm)

IDRO 39/2B**	 0,75L with block in open and close position	 (working stroke 390 mm)

FOR SWING GATES WITH EACH LEAF UP TO 6 m LONG AND WEIGHING UP TO 700 Kg

FOR SWING GATES WITH EACH LEAF UP TO 7 m LONG AND WEIGHING UP TO 1.000 Kg

HYDRAULIC OPERATOR
FOR SWING GATES

•	 The compact IDRO series of hydraulic actuators is specially designed for swing gates of condominiums.

•	 The IDRO is specially suited to heavy-duty applications, particularly those requiring constant opening and closing operations, and therefore high-resistant 
hydraulic pistons

•	 The force exerted by IDRO during operation can be adjusted by means of special valves. 

•	 The dimensioning of both internal and externper mechanical components has been designed to endure years of heavy-duty work.

•	 IDRODUE 27 SUPER is endowed with slow speed in the last 2cm of the spindle stroke

Warranty extension 4 years for IDRO

Warranty extension 7 years for IDRO
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IDRODUE 
27/R

IDRODUE
27/1B

IDRODUE
27S/R 

IDRODUE 
27S/1B-2B

IDRO 
39/R

IDRO 39/1B-
2B

m 3 3* 6 6* 7 7*

Kg 400 700 1.000

mm 270 390

s 16 23 48

N 2.500 6.400

V 230

A 0,9 1,1

Kg 8,2 10,5

IP 55

°C -20 ÷ +55

300 500 800

% 80 60 90

100 200 800

35 x 

IDRODUE 27 R 	 (90x90x1060 mm)
IDRODUE 27 1B 	 (90x90x1085 mm)

IDRODUE 27 SUPER/R 	 (90x90x1050 mm)
IDRODUE 27 SUPER/1B 	 (90x90x1075 mm)
IDRODUE 27 SUPER/2B 	 (90x90x1100 mm)

IDRO 39/R 	 (90x90x1270 mm)
IDRO 39/1B 	 (90x90x1295 mm)
IDRO 39/2B 	 (90x90x1320 mm)

ACG5000 MECHANICAL BOLT 
for 2-leaf gates to latch closed 
gate to the ground

ABB2050 B2-CRX 
pc board (for 1 or 2 IDRO) 
with thrust regulator and radio 
receiver 433 MHz. With box IP 55.
See pages 165 and 175

ACG8670 HORIZONTAL LOCK 
12 Vac

ACG8660 HORIZONTAL LOCK 
12 Vac

ACG8650 VERTICAL LOCK 
12 Vac

ACCESSORIES FOR IDRO

TECHNICAL DATA

Max. leaf lenght

Max. leaf weight

Max. stroke

Average opening time

Max thrust force

Power supply

Current draw

Actuator weight

Protection grade

Operating temperature

Daily cycles suggested

Service

Nr of consecutive cycles guar.
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R50

R50

Kg 2.000

m/s 0,180

s 78

V 230

A 1,96

Kg 45

IP 54

°C -10 ÷ +55

300

% 60

4/78s

GAR0039

GAR0040

GAR0041

8 x 

R-50 1-phase

TECHNICAL DATA

Max. leaf weight

Operating speed

Average opening time 90°

Power supply

Current draw

Actuator weight

Protection grade

Operating temperature

Daily cycles suggested

Service

Nr of consecutive cycles guar.

FOR SWING GATES WITH EACH LEAF UP TO 10 m LONG AND WEIGHING UP TO 2.000 Kg

•	 �The R50 is designed to operate large doors or gates in applications in which standard actuators cannot be used. 

•	 On R50 in the event of power failure, simply operate the outer lever, then open the door/gate manually.

•	 The suspension system used on R50, installed along the edge of the gate leaf, ensures a tolerance of up to 4 cm when moving over uneven surfaces.

Dimensions in mm

OPERATOR FOR INDUSTRIAL SWING AND 
TELESCOPIC SLIDING GATES

Warranty extension 4 years for R50

Warranty extension 7 years for R50

Warranty extension 10 years for R50
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ACG8660 HORIZONTAL LOCK 
12 Vac

ACG8650 VERTICAL LOCK 
12 Vac

ACG8670 HORIZONTAL LOCK 
12 Vac

ACG5000 MECHANICAL BOLT 
for 2-leaf gates to latch closed 
gate to the ground

ACCESSORIES FOR R50

MINIMUM WIDTH OF DOOR LEAF - 2 M

TELESCOPIC SLIDING DOORS

ABB2050 B2-CRX 
pc board (for 1 or 2 R50) 
with thrust regulator and radio 
receiver 433 MHz. With box IP 55.
See pages 165 and 175

B min [m] 	 = (0,205+A) / 0,12 
B [m] 	 = 0,9 x L 
Opening time [sec] = 7,85 x L
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R60

R60

Kg 12.000

m/s 0,164

s 116

V 400

A 3,1

Kg 156

IP 55

°C -10 ÷ +55

300

% 100

300/100s

GAR0042

GAR0043

GAR0044

1 x 

R-60 3-phase

R-60 ICE 3-phase

TECHNICAL DATA

Max. leaf weight

Operating speed

Average opening time 90°

Power supply

Current draw

Actuator weight

Protection grade

Operating temperature

Daily cycles suggested

Service

Nr of consecutive cycles guar.

FOR SWING GATES WITH EACH LEAF UP TO 15 m LONG AND WEIGHING UP TO 12.000 Kg

•	 �R60 is designed to operate large doors or gates in applications in which standard actuators cannot be used. 

•	 The suspension system used on R60, installed along the edge of the gate leaf, ensures a tolerance of up to 10 cm when moving over 
uneven surfaces. 

•	 All motors are fan-cooled and they are both endowed with limit switches.

Dimensions in mm

OPERATOR FOR INDUSTRIAL SWING 
AND TELESCOPIC SLIDING GATES

ICE	� With special lubricants (for immediate starts with temperatures as low as -30°C) 

Warranty extension 4 years for R60

Warranty extension 7 years for R60

Warranty extension 10 years for R60
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ACG8550 WHEEL
for R60

ABB2/R2RX B2/R2-CRX	
pc board (for 1 or 2 R60).
With radio receiver 433 MHz. 
With box IP 55.
See pages 165 and 175

ACCESSORIES FOR R60

ABL1/R2RX L1/R2-CRX 	  
pc board for 1 R60 on telescopic 
sliding gate.
With box IP 55.
See page 164 and 174

B min	 = (0,31+A) / 0,14 [m]
B	 = 0,81 x L [m]
Opening time	 = 7,77 x L [sec]

MINIMUM WIDTH OF DOOR LEAF 2,5 M

TELESCOPIC SLIDING DOORS




