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BOSS
BOSS MASTER - max 9 m2

BOSS MASTER + BOSS SLAVE - max 12 m2

TOWER 10 - 1200 N - max 17 m2

 
BPR - Up and Over Garage 
door with counterweights 
(with ACG8201T).

Counterweighted or spring balanced 
Up and Over Garage door with 
partially retractable swing out.

Spring balanced Up and Over 
Garage door with completely 
retractable swing out.

Counterweighted balanced Up and 
Over Garage door without swing 
out and completely retractable.

BTR – Spring balanced Up 
and Over Garage door

SEZ1 - Sectional garage 
door with single rail.

SEZ2 - Sectional garage 
door with double rail.



AA40833D

AA40836D 

m2 9 12

m 3 6

Nm 350

s 20

V 230

W 256

A 1,4 2,8

% 30 30

36 36

Kg 10 9,5

IP 30

MASTER
BOSS 230V

SLAVE*

182 147

102 69,5

70
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BOSS

GAR0060

GAR0061

20 x 

BOSS 230V MASTER	 (with pc board)	 (needs fixing plate)

BOSS 230V SLAVE 	 (without pc board) 	 (needs fixing plate)

FOR UP-AND -OVER GARAGE DOORS BALANCED WITH COUNTERWEIGHTS

TECHNICAL DATA

IRREVERSIBLE OPERATOR 
FOR UP-AND-OVER GARAGE DOOR

•	 led lighting instead of tungsten bulb: first in the world.

•	automatic self-adjusting of the torque in every cycle, in order to allow for frictions arising during 
the time and reversing the travel also in case of impact during slowing down, according to Norms 
specifications.

•	complying with EN 12453:2022 impact norms, it allows you to make an installation complying with EN 
13241:2016 norms, without using safety edge, provided the garage door is balanced.

•	 �push command step by step (open, stop, close, stop, …) on outside casing as standard feature.

•	outside fast and convenient electronic programming and remote storing with operator already fitted 
and closed, by using one push button outside the casing.

•	 �tubular shaft passing through the operator, for a faster, economical and welding-free installation.

•	 Internal gearings are made of C40 steel, aluminium and bronze, no plastic, nylon or Teflon. In addition, 
in order to eliminate internal gap and to get more elasticity for protecting mechanics from shocks, 
BOSS operator is endowed with a special internal belt (patent n. 0000267203) that makes the travel 
always very quiet, safe and stable.

Max door surface

Max door width

Max. torque 1 motor

Opening Time

Power supply

Power of 1 motor

Main line absorption

Daily cycles suggested

Service

Nr of consecutive cycles guaranteed

Actuator weight

Protection grade

* To be paired always to BOSS MASTER
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IP 44 version also available for an extra 20 €

Warranty extension 4 years for BOSS

Warranty extension 7 years for BOSS

Dimensions in mm
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* To be paired always to BOSS MASTER

ACG8715 Corner track block 
for lateral application of 1 BOSS 
MASTER + 1 BOSS SLAVE

ACG8730 Internal cord release 
device

ACG5535 1 Kg counterweight 
module with cable extension hook.

ACG5537 Rebalance KIT
for 1 BOSS - 10 pieces
ACG5538 Rebalance KIT
for 2 BOSS - 18 pieces

ACG8732 External release with 
customised, individualised key

ACG8720 Pair of STRAIGHT 
TELESCOPIC LEVERS

ACG8734 Internal cord release 
device for 2 BOSS

ACCESSORIES FOR BOSS

ACG8710 Transmittion tube 
L = 3 m 
for BOSS MASTER

ACG8188 Metal base plate 
L = 1,95 m 
for not automated up-and-over 
applications

ACCESSORIES FOR RELEASE

REBALANCE KIT

ACG8722 Pair of CURVED 
TELESCOPIC LEVERS
Should be mounted when there is
less than the 15 mm minimum 
space guaranteed between the 
moving part of the door and the 
exterior door frame containing the 
counterweight.

ACG8725 Corner track block 
auxiliary parts 
for BOSS MASTER

ACCESSORIES FOR CENTRAL APPLICATION

ACCESSORIES FOR LATERAL APPLICATION
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TOWER 10

AA40828

TOWER 10

GAR0062

GAR0063

TOWER 10	 (with pc board and radio receiver 433 MHz)

FOR BALANCED SECTIONAL AND UP-AND-OVER GARAGE DOORS

TECHNICAL DATA

Max door surface m2 17

Max door weight Kg 200 sectional / 280 up-and-over

Max Push/Pull Force N 1200

Standard push/pull force N 360

Max Sectional gate height mm 2250 - 3250

Max Up-and-over gate height mm 2500 - 3500

Power supply 230V ac 50Hz

Motor power supply 24V dc

Main line absorption A 1,5

Accessories absorption 24 V dc - 0,5 A max - <0,5W stand-by

Operating temperature °C -20 ÷ +60

Operator and rail weight Kg 16,5

Protection grade IP 20

Cycles/day max 10

Cycles/hour max 3

Total cyles 25.000

IRREVERSIBLE OPERATOR FOR SECTIONAL 
AND UP-AND-OVER GARAGE DOORS

•	 TOWER 10 is the new 24 Vdc irreversible operator, with built-
in control panel and radio receiver, for sectional and up-and-
over garage doors. 

•	 TOWER 10 can manage doors that need a pulling/pushing force 
of up to 1200N. 

•	 TOWER 10 is  endowed with an obstacle detection device and 
a LED courtesy light.

•	 The rails are in galvanized steel and are available in different 
versions. They can manage doors up to 3,5 m height.

•	 The rail with belt allows to carry out a quick installation and 
to have a noisless movement. It also comes complete with an 
intuitive and efficient release device.

•	 It is possible to release the operator from outside thanks to 
the accessories ACG8231 and ACZ9018.

•	 30 remote control codes can be registered. For example, 
15 codes for motor control and 15 codes for courtesy light 
control.

Warranty extension 4 years for TOWER 10

Warranty extension 7 years for TOWER 10
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AA40828

ACG8226

ACG8201T

ACG6052

GAR0063

AA40828

ACG8226

ACG6052

GAR0063

ACG8227 Sectioned rail L = 4 m
pre-assembled 
belt needs to be tensioned 
Sectional doors up to 3,25 m 
height
Up-and-over door up to 3,5 m 
height

ACG8201T Special lever  
to move up-and-over garage doors

ACZ9018 External release
for up-and-over garage doors

ACG8231 External release
for sectional doors with panels 
with a maximum thickness of 
48 mm

ACCESSORIES FOR TOWER 10

ACG8226 Sectioned rail L = 3 m
pre-assembled 
belt needs to be tensioned
Sectional door up to 2,25 m height
Up-and-over door up to 2,5 m 
height

Rail L = 3 m Rail L = 4 m
BPR H = 2,5 m H = 3,5 m
BTR H = 2,5 m H = 3,5 m
SEZ1 H = 2,25 m H = 3,25 m
SEZ2 H = 2,25 m H = 3,25 m

H = Max height of door

* �Maximum height obstruction of the door 
during the movement (about 2/3 of the 
opening)

BPR - Up and Over Garage 
door with counterweights 
(with ACG8201T).

BTR – Spring balanced Up and Over 
Garage door

SEZ1 - Sectional garage 
door with single rail.

SEZ2 - Sectional garage 
door with double rail.

ACG9493 LASERIB DETECTOR for 
safety Type E - 5 m x 5 m
See page 150

Example of configuration for up-and-over door:

TOWER 10

Sectioned rail 3 m

Special lever

Remote controller

7 year guarantee

TOTAL

Example of configuration for sectional:

TOWER 10

Sectioned rail 3 m

Remote controller

7 year guarantee

TOTAL




